
LCD Touch Screen Switch Station Kit 
Dialog® Room Controller

The LCD Touch Screen Switch Station Kit is an alternative 
switch station for Dialog Room Controller Systems. Use the 
LCD in place of classroom teacher stations or of�ce stations.

WRC-LCD9261 Kit includes: LCD, Face Plate, 120Vac Transformer

LCD Rated Voltage: 200mA 24Vac (from transformer)
Signal Current: 15mA
Maximum distance between transformer and the farthest LCD switch: 300ft.
Applicable Wires: Power 0.9mm

Transformer WR-4040-120
120Vac Primary
24Vac Secondary
40VA steady draw, 40VA pulsed draw

Features
�t��Two-gang sized LCD switch station supports common 

Dialog Room Controller switching functions
�t��Pre-programmed and con�gured for use with Dialog Room 

Controller systems
�t��Kit includes 120Vac 60Hz to 24Vac transformer
�t��Backlight switches OFF automatically after 10 seconds  

of inactivity
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LCD Touch Screen Switch Station Kit 
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Options
• Additional Occupancy Sensors (4 max.)
• Vacancy Control (Manual ON / Auto OFF)
• Extended Lens range: 54’ diameter (standard 28')

Classroom with Emergency Lighting
• Windows Perpendicular to Teaching Wall
• Occupancy Control (Auto ON /Auto OFF)
• Daylight Control (2 zones)
• Light Control (3 zones)
• Receptacle Control
• Dimming Control (4 zones)
• Entry Station (General ON/ALL OFF)
• Teacher Station (Teaching, General ON, A/V, Quiet Mode)

• Emergency Lighting Control (2 zones Orange & Grey)
(Requires UL924 Relay Expansion Pack)

Operation
• Upon Entry Occupancy sensor switches lights and

receptacles ON
• Daylight Sensor maintains light level based on light

level pre-set
• Entry Station and Teacher Station provide manual

control of lights
• Upon Exit and after Occupancy sensor times out,

lights and receptacles switched OFF.
• Lights can be switched OFF manually at Entry

Station and Teacher Station
• During power failure UL924 listed relays are

automatically switched ON by back-up power
source switching designated emergency lights ON
and to full-bright. Emergency lights remain ON with
all controls disabled until primary power is restored.

WR-4040-120
120:24VAC
Transformer

120VAC 24VAC

1
http://pewa.panasonic.com/full2way/ Panasonic Electric Works Corporation of America

• Meets the need for denser circuit divisions in offices or in other 
applications to better manage lighting and energy in smaller 
areas 

• Switch addresses are programmed on the unit 
• Possible PC assignment of switch descriptions and functions 

by using SD memory card 
• Timed Backlight provided which automatically turns off after 

user defined minutes of no switch operation 
• Possible to set pre-determined settings to be executed during 

power-up from screensaver 
• During screensaver mode a low current location indication 

light turns on 
• Multiple WRT9216s may be used for a single system 
• Due to power requirements a separate power supply is needed. 

24VAC @ 200mA 
• Applicable wall plates for the WRT9216 are the WTC9222 

(Aluminum), WT8122W (white plastic) and WTV6122S1 
(Glacier)

• Switch setting data can be read/written with SD card; 4GB max. 
• Applicable switch box: two-gang switch box 
• Max. distance between the class 2 transformer and the farthest 

LCD switch is 100 meters (one way) 

Rated Input Voltage   ±24VAC (from transformer)

Rated Current Consumption  200mA 

Rated Signal Input Voltage   ±24VAC 

Rated Signal Current Consumption  15mA 

Applicable Wires  
Power 0.9 mm dia.-1.6 dia. mm or 0.75 mm2 – 2.0 mm2  

Signal 0.65 mm dia. – 1.6 dia. mm or 0.75 mm2 – 2.0 mm2  

Specifications

Dimensions

Wiring Diagram 

Not used for address settings. 

Extended Features 
• Unit interface customization available: 
• Switch colors may be changed from White, Yellow and Blue 

• Switch name can be changed or omitted 
• Single line to double line text and numerical combinations 

• Personal button names  
• Page select tab names may be changed 
• On/Off indication may be selected to either 

• Show text On or Off states 
• Show only the color changes 

• Overall page color scheme may be changed from 
• Standard
• Dark Blue 
• Metallic 

• Switch sizes are adjustable to: 
• Single switch height and width 
• Double switch height or width, not height and width 
• Three switch height 
• Four switch height 

Douglas Lighting Controls is a member of the Panasonic Group
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Toll Free: 877-873-2797 or Direct 604-873-2797 
lighting@douglaslightingcontrols.com

www.douglaslightingcontrols.com


